**Notes:**
1. (M) - Fan Motor Location
2. Heaviest Section is Upper Section
3. MPT Denotes Male Pipe Thread
   
   FPT Denotes Female Pipe Thread
   
   BFW Denotes Beveled For Welding
   
   GVD Denotes Grooved
   
   FLG Denotes Flange
   
   PE Denotes Plain End
4. +Unit Weight Does Not Include
   
   Accessories (See Accessory Drawings)
5. Make-up Water Pressure
   
   20 psi Min [137 kPa], 50 psi Max [344 kPa]
6. *Approximate Dimensions Do Not Use
   
   For Pre-Fabrication of Connecting Piping
7. 3/4" [19mm] Dia. Mounting Holes. Refer to
   
   Recommended Steel Support Drawing.
8. Dimensions Listed As Follows:
   
   English Ft-in
   
   Metric [mm]

---

### Plan View

- **Face A:**
  - Fluid In
  - Fluid Out

- **Face B:**
  - 4'-9" [1448]
  - 2'-6 3/8" [772]
  - 3 1/4" [80]

- **Face C:**
  - Access Door

- **Face D:**
  - Fluid In
  - Fluid Out

---

### Diagram Notes

- (2) 1/2" [15] FPT Vent
- (2) 4" [100] BFW
- 3 1/4" [80] MPT Drain
- 2" [50] MPT Make-up
- 3 5/8" [92]

---

**Preliminary Diagram**

**Unit:** Closed Circuit Cooler

**Model #:** ATWB 10-3112

**Scale:** NTS

**Dwg. #:** WB3TM1206-DRC-ST

**Serial #:** N/A

**Date:** 12/4/2019

**Declared Shipping Weight:** 12390 lbs [5625 kg]

**Declared Operating Weight:** 19900 lbs [9030 kg]

**Heaviest Section Weight:** 9840 lbs [4465 kg]

**No. of Shipping Sections:** 2

**Drawn By:** SLR