NOTES:
1. (M) - FAN MOTOR LOCATION
2. HEAVIEST SECTION IS COIL SECTION
3. MPT DENOTES MALE PIPE THREAD
   FFT DENOTES FEMALE PIPE THREAD
   BFW DENOTES BEVELED FOR WELDING
   GVD DENOTES GROOVED
   FLG DENOTES FLANGE
4. +UNIT WEIGHT DOES NOT INCLUDE
   ACCESSORIES (SEE ACCESSORY DRAWINGS)
5. 3/4" [19mm] DIA. MOUNTING HOLES. REFER TO
   RECOMMENDED STEEL SUPPORT DRAWING
6. DIMENSIONS LISTED AS FOLLOWS: ENGLISH FT IN
   [METRIC] [mm]
7. * - APPROXIMATE DIMENSIONS DO NOT
   USE FOR PRE-FABRICATION OF CONNECTING PIPING
8. MAKE-UP WATER PRESSURE
   20 psi [137 kPa] MIN, 50 psi [344 kPa] MAX
9. VENT PROVIDED ON CLOSED CIRCUIT COOLERS
   ONLY

T. C. B. - ACCESS DOOR
(2) 3" [80] FPT OVERFLOW
2'-7 1/2" [800] 4'-1 7/8" [1267] 9'-9 3/4" [2991]
3'-7 1/4" [1099] 3" [80] MPT DRAIN
(4) 4" [100] BFV INLET
(4) 4" [100] BFV OUTLET
2'-7 3/4" [806] 5'-9 3/4" [1771]
2'-1 1/8" [524] 6'-2 5/8" [1895]
4 3/4" [121] 6'-6 1/2" [1983]
3'-11 3/4" [1213] 8'-6 1/2" [2604]
1'-6 3/8" [467] 24'-1 1/8" [7344]

Evapco, Inc.
LSC-1000E

37740 lbs+ [17120] kg+
48460 lbs+ [21985] kg+
14710 lbs+ [6675] kg+
3

Notation:
- Unit weight does not include accessories (see accessory drawings).
- Dimensions listed as follows: English ft in [metric] mm.
- Approximate dimensions do not use for pre-fabrication of connecting piping.
- Make-up water pressure: 20 psi [137 kPa] min, 50 psi [344 kPa] max.
- Vent provided on closed circuit coolers only.

Prepared by: TLS

Date: 9/18/2020