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Connecting to the Controller

CONTROLLER LAYOUT:

The eco-Air PLC controller is equipped with the means for communicating to building management systems. The default forms
of communication are Modbus RTU, Modbus TCP/IP, BACnet MS/TP, & BACnet IP. The serial connection for Modbus RTU and
BACnet MS/TP is shown in Detail A. The two connections will allow for easier termination of a daisy-chain network. The serial
network will only be able to communicate with either Modbus RTU or BACnet MS/TP. Both means of communication cannot
function at the same time. The selection for which form of serial communication is enabled will be made on the control panel
HMI screen. Connections for Modbus TCP/IP or BACnet IP will be made to the Ethernet port shown in Detail B. Both forms of
communication are active on the Ethernet network.
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Figure 1 - Controller Layout with Communication Details
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MODBUS RTU OR BACNET MS/TP:

Serial connections for either Modbus RTU or BACnet MS/TP are made directly to the set of terminals on the PLC. Itis recommended
to use RS485 approved twisted pair, shielded cable. The cable shielding should be terminated at only one end of the cable run.
Only one protocol can be active at a time on the serial network. This selection is made within the Service menu of the HMI.

PLCL-COMM PROVIDED BY OTHERS
e it I
| MODBUS RTU (OPTIONAL) |

g

+o0—H--——-——-"-"—-""-""—-"-—"=-"-"=-"—-—- - BMSESER b rapisosominanioss. o Spasraspinses —T—OBMS_SER+ SEE i’AGE 1 FOI% |

I COMMUNICATION PARAMETERS |

I I

BMS_SER- ! OR|

o - e ——OBMS_SER- |

; BACNET MS/TP (OPTIONAL) |

SEE PAGE 1 FOR

: COMMUNICATION PARAMETERS :

e i ——OBMS_SER_GS |

serial Port A L !
PLC1 Comm. Card
TM171ARS485

Figure 2 - Modbus RTU or BACnet MS/TP Wiring Diagram

MODBUS TCP/IP & BACNET IP:
Connections for either Modbus TCP/IP or BACnet IP will be made directly to the RJ45 port of the PLC (see Figure 1 Detsail B).

PROVIDED BY OTHERS

R 2 s L (2L
[ MODBUS TCP (OPTIONAL) |
[ SEE PAGE 1 FOR |
PLC1 [ COMMUNICATION PARAMETERS |
[ I
RMSO] — — — — — — B e e e —r — 7‘{; BMS_ETH BACNET IP (OPTIONAL) :

SEE PAGE 1 FOR

CN20 ‘ COMMUNICATION PARAMETERS
Ethernet Port I |
TM172PBG42RI [ I

Figure 3 - Ethernet Wiring Diagram
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Communication Parameters

DEFAULT COMMUNICATION PARAMETERS:

The controller is setup with default communication parameters detailed on the first page of the control panel wiring diagram.

REMOTE PLC CONTROL PANEL

CUSTOMER:
PROJECT:

MODEL NUMBER:
SERIAL NUMBER:

TABLE OF CONTENTS

ELECTRICAL DATA

FLA:

MCA:

MOCP.

SHORT-CIRCUIT CURRENT: = = -
LARGEST MOTOR: =

ELECTRICAL SERVICE (BY OTHERS): B

oG e B [

T e
— = coveR pace ):
— H e

Figure 4 - Communication Parameters
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HOW TO CHANGE THE COMMUNICATION PARAMETERS:

Note: the unit must be turned off before changes can be made to the communication parameters. This is easily achieved via the
On/Off Control section of the main menu. From the main menu, log in at the Service level (password: 1234) and enter the Service
submenu. Select the BMS & Network button menu (Figure 6). After changing any parameter, the Update button must be pressed
and held for three seconds to set the value. This will cause the HMI and PLC to restart.

-

Security Level:

User Name:

Figure 5 — Service Level Log In

_tower ) [ vetgrom )
v ] [___vorm ]
[ Settings ] [ BMS & Network ]
e )

(Lame ) (e )

Figure 6 - Service Menu, BMS & Network

BMS & Network

Parity: Modbus Protocol

BACnet Device ID: :

s ann@

Subnet: 255

II.E] (Lpose |

Figure 7 — BMS & Network Parameter Options
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MODBUS Communication Points

In the tables below, the adiabatic application column indicates addresses that only apply to units with adiabatic controls e.g.,
holding register 416595,00 can be referenced to determine whether the adiabatic system has been enabled for the unit. The data
points, indicated with the check mark, can be ignored if the unit is not equipped with the adiabatic water valves.

The Holding Registers are separated into two sections. The non-volatile memory section contains equipment parameters that are
retained, in the event of a power cycling of the PLC. The volatile memory consists of status variables for PLC 10O, calculations, or
alarm conditions that are not retained with a loss of power to the PLC.

The non-volatile memory is specified for a life cycle of 100,000 writes {minimum).

Using the non-volatile memory for a cyclic write operation may result in quickly exceeding its life cycle limits resulting in an
inoperative memory.

NOTICE

Do not use non-volatile memory registers for cyclic write operations.

Failure to follow these instructions can result in equipment damage.

DANGER

Holding Registers that are not published below are factory reserved.

Modification of any register not listed below can result in rendering the unit
non-operational, equipment damage, and possible severe personal injury and
or death.

WWW.evapco.com 7
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Register Name Units Type Access Range Description A":‘)‘:’iﬁl’;?: =
NON-VOLATILE MEMORY
Setpoint #1 The primary process temperature
416384 T P 0° REAL RW -999.9 10 999.9 | setpoint used when all other alternate
emperature . -
setpoints are not active.
An alternate process temperature
416386 _?efpoin’r #2 0° REAL RW 19999 169999 | setpoint that may be activated via the
emperature scheduler, ambient temperature, or
digital input.
Maximum
416388 Allowed Fan 0% INT RW 010100 The maximum allowable fan speed.
Speed
Quiet Operation ) .
416389 Maximum Fan | 0% INT RW 010100 | Ihe maximum sllowable fon speed in
Speed quiet operation.
416390 Energy Savings 0% INT RW 010100 The fan speed, above which the v
Fan Speed precooling system will activate.
Minimum
416391 Allowed Fan 0% INT RW 010100 The minimum allowable fan speed.
Speed
PID vs P BINARY Determines whether fan speed control
416392,00 Fan Speed - BOOL RW is based on a PID controller or a
Regulation Otol Proportional calculation.
Proportional The temperature band between the
416393 Temperature 0° REAL RW 0.0 t0 30.0 minimum and maximum fan speed for P
Regulation Band fan speed control.
416395 PID Controller 0g REAL RW 0.01610.0 The proportional gain constant used for
Gain PID Controller.
s6397 | PID ControllerTi | g o INT RW 010999  |PID integral term.
Term
416398 PID Confroller | g ec | INT RW 010999 | PID derivative term.
Td Term
Setpoint #2 The setpoint that when the ambient
416399 Ambient 0 REAL RW 100.0 0 200.0 | femperature falls below, will switch the
Temperature control to setpoint 2. (Feature must be
Trigger enabled in the service setpoints section).
SeAT%Obigr#Z The temperature differential added
416401 Temperature 0° REAL RW 0.0 0 20.0 EOT*.he ambT'E.”‘ femperature sefpoint
Triaaer rigger. This wi swﬁ; the contro
99
Differantial setpoint back to setpoint 1.
Manual Force BINARY 0 = Not enabled
416403,00 Fan Run At Max - BOOL RW 1= Forces fans to run at 100 percent fan
Speed Otol d
spee
Total Fan 0to The number of hours the fans have been
416404 Runtime Hours 0 hours UDINT RW 4,294,967,295 | operational.
Valve #1 Total Oto The number of hours the first valve has v
416406 Runtime Hours | © hours | UDINT R 4,294,967,295 | been operational.
Valve #2 Total 0to The number of hours the second valve v
416408 Runtime Hours | © hours | UDINT RW 4,294,967,295 | has been operational.
Valve #3 Total 0to The number of hours the third valve has v
416410 Runfime Hours | O hours [ UDINT RW 4,294,967,295 | been operational.
Valve #4 Total Oto The number of hours the fourth valve v
416412 Runfime Hours | O hours [ UDINT RW 4,294,967,295 | has been operational.
Enables the common alarm for the
Enable Common BINARY digital output.
416414,00 Alarm Digital - BOOL RW 0=C | + bled
Output Oto1 = Common alarm not enable
1= Common alarm enabled

WWW.evapco.com
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Register Name Units Type Access Range Description Aﬁﬁléi‘g’ffitn
Enables the fail-safe feature of EC fans.
416415,00 Enable EC Fan ) BOOL RW BINARY 0 = Feature disabled
Fail-Safe Feature Otol
© 1= Fans operate at fail-safe speed with
loss of comms.
EC Fan Fail-Safe Length of time that must elapse when
416416 Del Tlim 0 sec INT RW 0t0 9,999 communication is lost with the controller
ay lime before the fans enter fail-safe mode.
. Percentage of fan speed the fans
416417 ECFZBH”SFP‘"’Qézafe 0% REAL RW 0.010100.0 | will operate at after fail-safe mode is
activated.
For condenser applications
1=R22, 2=R1343, 3=R404A, 4=R407C,
5=R410A, 6=R407A, 7=R407F,
Cond 8=R290, 9=R507A, 10=R717 (NH3),
416419 Ref on e”f'?r 0 INT RW 11028 11=R723, 12=R1234ze, 13=R744 (CO2),
elrigerant lype 14=R448A, 15=R427A, 16=R450A (N13),
17=R513A, 18=R449A, 19=R1234yf,
20=R454B, 21=R454C, 22=R455A,
23=434A, 24=R422A, 25=R32,
26=R452B, 27=R452A, 28=Custom
Pr£2221?ng BINARY 0 = Precooling system will not function. )
416420,00 System To - BOOL RW Oto] 1= Precooling system will function when
Operate needed.
Low . .
The minimum ambient temperature
416421 Temperature 0° REAL RW 9999010 at which the precooling system may v
Precooling 9,999.0
System Lockout operate.
TemLZ\r/;’rure The ambient temperature offset added
416423 Differential 0° REAL RW 0010200 | o the minimum allowable temperature, v
X at which the precooling system becomes
For Precooling ; Y
System Lockout active.
Stage #1 The number of seconds that must pass
416425 Increase Time 0 sec INT RW 0t032,767 | withthe ﬁrocess temperature above v
Setpoint setpoint before the stage activates.
Stage #1 The number of seconds that must pass
416426 Decrease Time 0 sec INT RW 0t032,767 | withthe Erocess temperature below v
Setpoint setpoint before the stage deactivates.
Stage #2-4 The number of seconds that must pass
416427 Increase Time 0 sec INT RW 010 32,767 | with the process temperature above v
Setpoint setpoint before the stages activate.
Stage #2-4 The number of seconds that must pass
416428 Decrease Time 0 sec INT RW 0t032,767 | withthe Erofcess Itqemperafudre below v
Setpoint setpoint before the stages deactivate.
lSAT; Gijeﬁl The minimum temperature, above which
416429 Temperature 0° REAL RW -999.9 t0 999.9 | the precooling stage 1 has permission to v
Switch Point operate.
SAT; eie#r:% The minimum temperature, above which
416431 Temperature 0° REAL RW -999.9 10 999.9 | the precooling stage 2 has permission v
Swi’rgh Point fo operate.
it;’an ei i‘:’ The minimum temperature, above which
416433 < 0° REAL Rw -999.9 t0 999.9 | the precooling stage 3 has permission v
Temperature p gs1ag p!
Switch Point to operate.
i;gg #T_]? The minimum temperature, above which
416435 < 0° REAL RW -999.9 10 9999 | the precooling stage 4 has permission v
Temperature
Switch Point fo operate.
Er_ua_ble Stage BINARY 0 = Not active )
416437,00 M|n|_rpum Run - BOOL RW 0t 1= Valve must remain on for the
ime °© minimum run time
WWW.evapco.com 9
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Register Name Units Type Access Range Description A’;’)iﬁ?;fii;n
Stage #1 The minimum amount of time the
416438 Minimum Run 0 sec INT RW 0to 32,767 Erecooling stage remains active before v
Time eing allowed fo turn off.
Stage #2 The minimum amount of time the
416439 Minimum Run 0 sec INT RW 010 32,767 recooling stage remains active before v
Time Eeing allowed to turn off.
Stage #3 The minimum amount of time the
416440 Minimum Run 0 sec INT RW 0to 32,767 recooling stage remains active before v
Time Eeing allowed fo turn off.
Stage #4 The minimum amount of time the
416441 Minimum Run 0 sec INT RW 010 32,767 recooling stage remains active before v
Time Eeing allowed fo turn off.
Manusally starts the precooling flushing
Manual Force cycle.
416442,00 Precooling . BOOL RW PINARY v
’ System Flush Oto1 0 = Not active
Cycle
1= Start manual flush
Precooling
416443 System Water 0 min INT RW 0109999 The number of minutes fo perform the v
Flush Period of flushing routine once initiated.
Time
Precooling .
416444 System Drying | O min INT RW 0109999 | Thenumber of minutesto dry the v
Period of Tima precooling pads after a flushing routine.
Precooling . . .
416445 | System FlushFan| 0% REAL RW 00101000 | The desired fan speed while performing v
Speed a flushing cycle.
Remote Control Enables remote control of the unit,
416447,00 e - BOOL RW BINARY Oto1 | overriding the local fan speed
neble calculation.
Source of the Remote Control Type:
Source for _
416448 Remote Control - INT RW 1to 2 1= Analog Input
2 = Communication (see 409158)
When the source is set to Analog Input,
416449 Signal Failure 0° REAL RW 1100.0 to 200.0 the ambient trigger will determine
Ambient Trigger whether the fan speed resorts to the
high default speed or low default speed.
ianal Fail The fan(s] will operate at the high default
Signal Failure fan speed with a loss of the analog input
416451 High Default Fan 0% INT RW 0to 100 . :
Snead and the ambient temperature is greater
P than the trigger setpoint.
Sianal Fail The fan(s] will operate at the low default
'gna’ at ure fan speed with a loss of the analog input
416452 Low Default Fan 0% INT RW 0to 100 dih bi il
Speed an ’r. e ambient Temperafure is less than
P the trigger setpoint.
If the remote temperature setpoint is
active and when the source is set to
analog input, this will select the fallback
) ) option when the signal is lost.
Signal Failure
Fallback 1= Last Known — Uses the last known
416453 Mode Remote - INT RW Tto4 value before the signal is lost.
Temperature
Setpoint 2 = Setpoint #1
3 = Setpoint #2
4 = Shutdown Unit
If remote control is enabled, this
specifies the Control Type selection.
41645400 | Remote Control | BOOL RW BINARY Oto1 |0 = Remote Fan Speed Control
ype Selection
1= Remote Temperature Setpoint
Control
. BINARY For units equipped with a pre-cooling
416455,00 Sln%{zgfeage - BOOL RW system, enabling the single stage mode v
Otol will force all valves to operate together.

10
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Register Name Units Type Access Range Description A?ﬁﬁ?;?; 5
Process The trigger offset is applied to the active
416456 Temperature 0.0° REAL Rw 0.0t0 999 setpoint as a permissive for the pre- v
Trigger Offset cooling system.
VOLATILE MEMORY
Enables the unit if it is configured to be
X i BINARY enabled via BMS.
408960,00 | Supervisory Unit - BOOL RW U
Enable Oto1 0 = Unit not enabled
1= Unit enabled
The curlll'enT state of the EVAPCO
Controller.
1= Unit on and operational
2 = Unit is off by an alarm
408961 | Actusl UnitStete | 0 INT R 01032767 | f < Unitis offvia BMS, Modbus/
6 = Unit is off via the digital input
7 = Unit is switched off locally
8 = Manual mode enabled for fan speed
control
'Iiheaou’rlef Ten:jlpera’rure olfthe procEss
fluid. For condenser applications, the
408962 T Process 0° REAL R ~7999.0 fo process temperature is a saturated
emperature 9999.0 ) p
calculation based on the condensing
pressure.
Ambient o -9999.0 to The temperature detected by the
408964 Temperature 0 REAL R 9999.0 ambient temperature sensor.
408966 Reference Fan 0% INT R 010100 The desired fan speed determined by
Speed the controller.
Current Active The acti tooint that th Air unit
408967 Temperature 0° REAL R 999910999, | (¢ ocve seipointinat the eco-Alr unt
Setpoint will maintain.
408969 Inlet Pressure 0 Psig/ REAL R -9999.0 to Inlet pressure reading via pressure
Bar 9999.0 sensor input.
Elansed Stage #1 Oto The number of seconds with the process
408971 P 9 0 sec UDINT R temperature above the setpoint while v
Increase Timer 4,294,967,295 h ! f
e stage is not active.
Elapsed Stage #1 Oto The number of seconds with the process L,
408973 Docrease Tmer | 0'5€¢ UDINT R 4294967295 | femperature below setpoint while the
stage is active.
Elapsed Stage ot The number of seconds with the process
408975 #2-4 Increase 0 sec UDINT R bt temperature above the setpoint while v
: 4,294,967,295 )
Timer the stages are not active.
Elapsed Stage Oto The number of seconds with the process
408977 #2-4 Decrease 0 sec UDINT R 4204967295 | temperature below setpoint while the v
Timer e stages are active.
9
Elapsed Stage ot An accumulated number of seconds the
408979 #1 Minimum On [ O sec UDINT R bt stage has been running for the minimum v
Timer 4294967.295 | o, period of time.
Elapsed Stage Oto An accumulated number of seconds the
408981 #2 Minimum On | 0 sec UDINT R stage has been running for the minimum v
Timer 4294967295 1 o, period of time.
Elapsed Stage ot An accumulated number of seconds the
408983 #3 Minimum On | O sec UDINT R ° stage has been running for the minimum v
Timer 4.294967.295 | o, period of time.
Elapsed Stage 0t An accumulated number of seconds the
408985 #4 Minimum 0 sec UDINT R e stage has been running for the minimum v
) 4,294,967,295 ) )
On Timer on period of time.
Elapsed Flush 0to The number of seconds the flushing v
408987 Cycle Timer 0 sec UDINT R 4,294,967,295 | routine has been active.
Elapsed Flush 0to The number of seconds the drying v
408989 Drying Timer 0 sec UDINT R 4,294,967,295 | routine has been active.

WWW.evapco.com
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. . — Adiabatic
Register Name Units Type Access Range Description Application
: BINARY
408991,00 DI - 1S_¢Tp0|nf #2 - BOOL R Digital Input for the Setpoint #2 Trigger
rigger Oto]
408992,00 DI = Quiet . BOOL R PINARY | bigital Input forthe Quiet Mode Trigger
’ Mode Trigger Oto1 9 P 99
: BINARY
40899900 | DI -tnitOn/ - BOOL R Digital Input for the Unit On/Off
Otol
BINARY
409001,00 DI - Valve Fault - BOOL R 0ol Digital Input for the Valve Fault v
to
BINARY
409002,00 DO k?ommon - BOOL R Digital Output for Common Alarm
arm Otol
DO - Unit BINARY
409003,00 Operafi - BOOL R Digital Output for Unit Operation
peration Otol
BINARY
409004,00 DO - Valve #1 - BOOL R io] Digital Output for Valve #1 v
fo
BINARY
409005,00 DO - Valve #2 - BOOL R Oio] Digital Output for Valve #2 v
fo
BINARY
409006,00 DO - Valve #3 - BOOL R 0o Digital Output for Valve #3 v
fo
BINARY
409007,00 DO - Valve #4 - BOOL R i Digital Output for Valve #4 v
to
BINARY
409009,00 Alarn’—j —I:/a|ve - BOOL R Active alarm for valve fault v
au Otol
Alarm - BINARY
40901,00 Vibration Switch - BOOL R Active alarm for the vibration switch(es)
Triggered Oto1
BINARY
40901800 | Alorm = Anslog | BOOL R Active alarm for anslog input #1
npu Otol
BINARY
409019,00 Alarlm —TA#;12a|og - BOOL R Active alarm for analog input #2
npu Otol
BINARY
40902000 | Alrm-Anslog | BOOL R Active alarm for analog input #3
npu Otol
BINARY
409021,00 Alarlm —TA#njbg BOOL R Active alarm for analog input #4
npu Otol
BINARY
40902200 | Alerm - Analog BOOL R Active alarm for analog input #5
npu Otol
BINARY
409023,00 Alarlm —TA#nglbg BOOL R Active alarm for analog input #6
npu Otol
BINARY
40902400 | Alrm - Anzlog BOOL R Active alarm for analog input #7
npu Oto1
BINARY
409025,00 Alarlm _TA;E?'OQ BOOL R Active alarm for analog input #8
npu Otol
BINARY
40902600 | Alrm - Analog BOOL R Active alorm for analog input #9
npu Oto1
BINARY
40902700 | Alarm - Anslog BOOL R Active alarm for analog input #10
npu Otol

12
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Register Name Units Type Access Range Description A?ﬁﬁ?;:f =
BINARY
40902800 | Alerm=Analog | BOOL R Active alarm for analog input #11
npu’r #1 Otol
BINARY
409029,00 Alalrm - Analog - BOOL R Active alarm for analog input #12
nput #12 Oto]
This is the communication link between
BINARY the EVAPCO controller and the fan
t ly. (Single Stack Unit:
409030,00 ’:A|a$11(_)?f?m ] BOOL R motor only. (Single Stack Units)
an ine Otol 0 = Normal
1= Fanis offline
Alarm - eb )
409031,00 Far 49 Offfme - BOOL R Typ.BOOL | Typ. Alarm - ebm Fan #1 Offline
Alarm - ebm BINARY .
409032,00 Fan #3 Offline - BOOL R Oio] Typ. Alarm - ebm Fan #1 Offline
BINARY
40903300 | Alorm - ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #4 Offline Otol
Alarm - ebm BINARY )
409034,00 Fan #5 Offline - BOOL R Ot Typ. Alarm - ebm Fan #1 Offline
Alarm - ebm BINARY .
409035,00 Fan #6 Offline - BOOL R 0t Typ. Alarm - ebm Fan #1 Offline
BINARY
409036,00 | Alerm ~ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #7 Offline Otol
Alarm - ebm BINARY )
409037,00 Fan #8 Offline - BOOL R il Typ. Alarm - ebm Fan #1 Offline
BINARY
409038,00 | Alerm - ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #9 Offline Otol
Alarm - ebm BINARY .
409039,00 Fan #10 Offline - BOOL R il Typ. Alarm - ebm Fan #1 Offline
BINARY
409040,00 | Alarm - ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #11 Offline Oto1
Alarm - ebm BINARY .
409041,00 Fan #12 Offline - BOOL R il Typ. Alarm - ebm Fan #1 Offline
BINARY
409042,00 | Alerm —ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #13 Offline Otol
Alarm - ebm BINARY .
409043,00 Fan #14 Offline - BOOL R 0ro1 Typ. Alarm - ebm Fan #1 Offline
BINARY
409044,00 | Alarm - ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #15 Offline Oto1
Alarm - ebm BINARY )
409045,00 Fan #16 Offline - BOOL R 0ro] Typ. Alarm - ebm Fan #1 Offline
Alarm - ebm BINARY .
409046,00 Fan #17 Offline - BOOL R Oro] Typ. Alarm - ebm Fan #1 Offline
BINARY
40904700 | Alerm - ebm - BOOL R Typ. Alarm - ebm Fan #1 Offline
Fan #18 Offline Oto1
Alarm - ebm BINARY )
409048,00 Fan #19 Offline - BOOL R 0ro] Typ. Alarm - ebm Fan #1 Offline
WWW.evapco.com 13
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Register Name Units Type Access Range Description A?)‘::EE:}EE o
Alarm - ebm BINARY .
409049,00 Fan #20 Offline - BOOL R 0o Typ. Alarm - ebm Fan #1 Offline
Motor status of ebm motors. (Single
Stack Units)
0 = Phase Failure Alarm
2 = Output Stage Overheating Alarm
3 = Internal Communication Alarm
b Fan #1 5 = Motor Overheating Alarm
409050 v - INT R 0to15
Motor Status 6 = Hall Sensor Error
7 = Motor Blocked
8 = Speed Limit Exceeded
10 = Rotor Position Sensor Calibration
Error
12 = DC-Link Undervoltage Alarm
ebm Fan #2
409051 Motor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #3
409052 Motor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #4
409053 Motor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #5
409054 Moftor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #6
409055 Moftor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #7
409056 Mortor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #8
409057 Moftor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
ebm Fan #9
409058 Moftor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
409059 com Fan #10 - INT R Otols Typ. Ebm Fan #1 Motor Status
ebm Fan #11
409060 Moftor Status - INT R Oto15 Typ. Ebm Fan #1 Motor Status
409061 ebm Fon #12 - INT R Otol5 Typ. Ebm Fan #1 Motor Status
409062 ebm fon #13 - INT R 0to15 Typ. Ebm Fan #1 Motor Status
409063 Ej)or?o':ragtaﬁli - INT R Oto15 Typ. Ebm Fan #1 Motor Status
409064 ffg;otasnfaﬂi - INT R 01015 Typ. Ebm Fan #1 Motor Status
409065 eom fon #16 - INT R 0to15 Typ. Ebm Fan #1 Motor Status
409066 ebm Fen #17 - INT R 0to15 Typ. Ebm Fan #1 Motor Status
409067 eom fon #18 - INT R 0to15 Typ. Ebm Fan #1 Motor Status
409068 eom fan #19 - INT R Otol5 Typ. Ebm Fan #1 Motor Status
409069 com Fan #20 - INT R Otols Typ. Ebm Fan #1 Motor Status
14 WWW.evapco.com
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Register Name Units Type Access Range Description A?ﬁﬁ?;:f =
Warning status of ebm motors. (Single
Stack Units)
0 = Current Limitation Engaged
1= Line Impedance High Warning
2 = Power Limitation Engaged
3 = Output Stage Temperature High
Warning
4 = Motor Temperature High Warning
ebm Fan #1 5 = Electronics Temperature High
409070 Warning Status - INT R 0to15 Warning P 9
6 = DC-Link Voltage Low Warning
7 = Brake Operation
9 = Speed Under Limit
10 = Cable Break Warning
12 = DC-Link Voltage High Warning
14 = Line Voltage High Warning
15 = Shedding Active
409071 ebm Fan #2 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status VP 9
409072 ebm Fan #3 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status VP 9
409073 ebm Fan #4 - INT R 01015 Typ. ebm Fan #1 Warning Status
Warning Status VP 9
409074 ebm Fan #5 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status YP- g
409075 ebm Fan #6 - INT R 0tol5 Typ. ebm Fan #1 Warning Status
Warning Status YP- g
409076 ebm Fan #7 - INT R 0tol5 Typ. ebm Fan #1 Warning Status
Warning Status YPp- 9
409077 ebm Fan #8 - INT R Oto15 | Typ. ebm Fan #1 Warning Status
Warning Status Yp- 9
409078 ebm Fan #9 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status M 9
bm Fan #10 )
409079 VSarr::inZnSTaTus - INT R Oto15 Typ. ebm Fan #1 Warning Status
409080 ebm Fan #11 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status M 9
bm Fan #12 .
409081 v\jar”rjmgnsmus - INT R 0to15 Typ. ebm Fan #1 Warning Status
409082 ebm Fan #13 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status Yp- 9
bm Fan #14 .
409083 vxe/arrr?mgnswms - INT R 0to15 Typ. ebm Fan #1 Warning Status
409084 ebm Fan #15 - INT R 0to15 Typ. ebm Fan #1 Warning Status
Warning Status YP: 9
bm Fan #16 .
409085 v‘jarr:m;”&ams - INT R 0to15 Typ. ebm Fan #1 Warning Status
bm Fan #17 .
409086 viar’:m;”&ams INT R 0to15 Typ. ebm Fan #1 Warning Status
bm Fan #18 A
409087 viar”rjm;”&ams INT R 0to15 Typ. ebm Fan #1 Warning Status
bm Fan #19 .
409088 viar”rjmgnsfams INT R 0to15 Typ. ebm Fan #1 Warning Status
bm Fan #20 .
409089 v‘jammznsfams INT R 0to15 Typ. ebm Fan #1 Warning Status
WWW.evapco.com 15
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Register Name Units Type Access Range Description AAF;‘::EE;;E 5
Active alarm for ebm Fan #1 (Single
Stack Units)
BINARY
409090,00 ebm Fon #1 - BOOL R _
Alarm Present Oto1 0 = Normal
1= Alarm Present
BINARY
40909100 | gomfen#2 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen O to]
BINARY
40909200 | gomFan#3 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
40909300 | cbmfen#4 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Oto1l
BINARY
40909400 | gomFan#5 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
409095,00 Aﬁbm FPan #éT - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Oto1l
BINARY
40909600 | omFan#7 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
409097,00 Aelbm an #8T - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen 0 to 'I
BINARY
40909800 | gbmFan #9 - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Oto]
BINARY
409099,00 Aelbm an #1OT - BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen O to 'I
BINARY
40910000 | gbmFan#11 ; BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen O to1
BINARY
ebm Fan #12
409101,00 Alarm Present - BOOL R 0io] Typ. ebm Fan #1 Alarm Present
BINARY
40910200 | gomFen#13 ; BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen O to1
BINARY
40910300 | £omFon#14 BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
40910400 | gom Fen #15 ; BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Oto1l
BINARY
40910500 | £omFan#16 BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
409106,00 Aelbm an #17t BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
40910700 | SomFen #18 BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Otol
BINARY
409108,00 lem an #19r BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen O to ‘I
BINARY
40910900 | £om Fon #20 BOOL R Typ. ebm Fan #1 Alarm Present
arm rresen Oto]

16
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Register Name Units Type Access Range Description A?ﬁﬁ?;fii: =
This is the communication link between
BINARY the EVAPCO controller and the fan
iy ly.
409m0,00 | Alarm - EFlow | BOOL R morereny
an ine Otol 0 = Normal
1= Faniis offline
Alarm - EFlow BINARY )
409111,00 Fan #2 Offline - BOOL R il Typ. Alarm - EFlow Fan #1 Offline
BINARY
409112,00 | Alerm - EFlow - BOOL R Typ. Alarm - EFlow Fan #1 Offline
Fan #3 Offline Otol
Alarm - EFlow BINARY )
409113,00 Fan #4 Offline - BOOL R Oio] Typ. Alarm - EFlow Fan #1 Offline
BINARY
40911400 | Alarm - EFlow - BOOL R Typ. Alarm - EFlow Fan #1 Offline
Fan #5 Offline Otol
Alarm — EFlow BINARY :
409115,00 Fan #6 Offline - BOOL R Ot Typ. Alarm - EFlow Fan #1 Offline
BINARY
4091600 | Alarm - EFlow - BOOL R Typ. Alarm - EFlow Fan #1 Offline
Fan #7 Offline Otol
Alarm — EFlow BINARY )
409117,00 Fan #8 Offline - BOOL R il Typ. Alarm - EFlow Fan #1 Offline
Alarm - EFlow BINARY .
409118,00 Fan #9 Offline - BOOL R i Typ. Alarm - EFlow Fan #1 Offline
BINARY
409m9,00 | Alerm - EFlow - BOOL R Typ. Alarm - EFlow Fan #1 Offline
Fan #10 Offline Otol
Alarm - EFlow BINARY )
409120,00 Fan #11 Offline - BOOL R il Typ. Alarm - EFlow Fan #1 Offline
BINARY
40912100 | Alerm ~ EFlow - BOOL R Typ. Alarm - EFlow Fan #1 Offline
Fan #12 Offline Oto1
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Register Name Units Type Access Range Description A":‘)‘:’iﬁg‘;fii:n
Motor status of EFlow motors.
1= Low Line Voltage Alarm
2 = High Line Voltage Alarm
3 = High Current Motor Short Alarm
4 = High Temperature Warning
5 = Input Phase Error
6 = Rotor Blocked Alarm
7 = Current Limit Warning
8 = Voltage Limit Warning

EFlow Fon 1 9 = Rotor Direction Alarm
ow Fan

409122 Mwlon sl - UDINT R 010 31 10 = EEPROM Error
11 = Internal Stop Alarm
12 = Earth Fault Alarm
13 = Brake Chopper Fault
14 = Motor Phase Error
15 = Internal Communication Error
16 = Voltage Ripple Warning
20 = Motor Controller in Bootloader
Alarm
25 = Windmilling Warning
27 = |10 Configuration Mismatch

EFlow Fan #2

409124 M;gr sarg s - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #3

409126 M;\(/Jvr SaTI;Tus - UDINT R 0 to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #4

409128 Motor Statos - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #5

409130 Motor Statos - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #6

409132 Motor Status - UDINT R 0o 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #7

409134 Motor Status - UDINT R 0o 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #8

409136 Motor Stafus - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #9

409138 Motoer Statos - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #10

409140 Motor Sftus - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #11

409142 Moter Status - UDINT R 0to 31 Typ. EFlow Fan #1 Motor Status
EFlow Fan #12

409144 Motor Stotus - UDINT R 0o 31 Typ. EFlow Fan #1 Motor Status

Active alarm for EFlow Fan #1 (Double
ow Fan
40914600 |y OWo o L - BOOL R 0 = Normal
Oto1
1= Alarm Present
EFlow Fan #2 BINARY
409147,00 Alarm Present - BOOL R Oio] Typ. EFlow Fan #1 Alarm Present
BINARY
409148,00 | EFlowfan #3 - BOOL R Typ. EFlow Fan #1 Alarm Present
Alarm Present Oto]

18
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. . Aen Adiabatic
Register Name Units Type Access Range Description Application
BINARY
409149,00 /ElF'OW fen #4 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm rresen Oto1
BINARY
40915000 | EflowFan #5 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm rresen Otol
EFlow Fan #6 BINARY
409151,00 Alarm Present - BOOL R Ot Typ. EFlow Fan #1 Alarm Present
BINARY
40915200 | Eflow fan #7 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm rresen Oto1l
BINARY
40915300 | EFlowfen #8 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm Presen Oto]
BINARY
409154,00 Erlow FF)an #QT - BOOL R Typ. EFlow Fan #1 Alarm Present
arm rresen Otol
BINARY
40915500 | EFlowfan #10 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm Presen Oto1
BINARY
409156,00 Elzlow Ean #11 - BOOL R Typ. EFlow Fan #1 Alarm Present
arm rresen Otol
BINARY
40915700 | Eflowfan #12 ; BOOL R Typ. EFlow Fan #1 Alarm Present
arm Presen Oto1
Remote With remote fan speed enabled and the
Fan Soeed source set to Communications, the fan(s)
409158 Referre)nce 0% INT RW 0101000 will operate based on the value passed
Communication to this register. The register is x10, 1000
equal 10 100.0%
409159 s;EZZdOfnZ?Qg 0% REAL R 00101000 | The reference speed for the fan(s) based
Input on the analog input.
Remote With remote temperature setpoint
Temperature enabled and the source set to
409161 St pinT from °C REAL RW -999.9 t0 999.9 | Communications, the fan(s| will operate
CoemF;T?unicaoﬂon based on the value passed to this
register.
Remote
Temperature ° -9999.9 to The reference remote temperature
409163 SetploinT from C REAL R 99999 setpoint based on the analog input.
Analog Input
409169 Reverse fan flush 0% UINT R 016100 The speed that the fans will run in
speed. ° reverse during the flush cycle.
Alarm - Analog Active alarm for analog input #1 of
409170,00 Input #1 Exp. - BOOL R BINARY O to1 [ e o e e o e
Mod. 1 expansion module #1.
Alarm — Analog Active alarm for analog input #2 of
409171,00 Input #2 Exp. - BOOL R BINARY Ofo 1 [ o e e o P 7@
Mod. 1 expansion module #1.
Alarm — Analog Active alarm for analog input #3 of
409172,00 Input #3 Exp. - BOOL R BINARY Oto 1 ; e P
Mod-l expansion module .
Alarm - Analog Active al f log input #4 of
409173,00 Input #4 Exp. - BOOL R BINARY Oto1 [£C!vealarm ‘Zf ?”a ;’9 input#2 0
Mod. 1 expansion module #1.
Alarm - Analog Active alarm for analog input #5 of
409174,00 Input #5 Exp. - BOOL R BINARY O fo 1 ° Joreur 2 P
Mod. 1 expansion module #1.
Alarm - Analog Active alarm for analog input #6 of
409175,00 Input #6 Exp. - BOOL R BINARY O fo 1 . T P
Mod. 1 expansion module #1.
Alarm - Analog Active alarm for analog input #7 of
409176,00 Input #7 Exp. - BOOL R BINARY O to 1 ; TP
Mod. 1 expansion module #1.
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Register Name Units Type Access Range Description A’?::jﬁl’;?: n
Alarm - Analog Active alarm for analog input #8 of
409177,00 Input #8 Exp. - BOOL R BINARY O to 1 ; Jule #1 91np
Mod. 1 expansion module #1.
Alarm - Analog Active alarm f log inout 49 of
409178,00 Input #9 Exp. - BOOL R BINARY Oto1 [2¢!'vE&larm ‘ér T”j’;g inpur#7.0
Mod. 1 expansion module #1.
Alarm - Analog Active alarm for analog input #10 of
409179,00 Input #10 Exp. - BOOL R BINARY O to 1 ; i
Mod. 1 expansion module #1.
. PuRe-JET™
409180,00 Level Sensor ) BOOL R BINARY Oto1 | Monitors the upper water level of the Adisbatic
- Left leffmost tank.
System Only
. PuRe-JET™
40918100 Level|2$ehnsor - ) BOOL R BINARY O+to1 | Monitors the upper water level of the Adiabatic
ight rightmost tank.
System Only
Alarm - Loss Active alarm for loss of communication PuRe-JET™
409182,00 of expansion - BOOL R BINARYOto1 |} " ) dule #1 Adiabatic
dule #] o the expansion module #]1. S onl
module ystem Only
Water Suool Main feed water valve for the left PuRe-JET™
409183,00 Volve Loft - BOOL R BINARY O to1 | portion of the PuRe-JET™ Adiabatic Adiabatic
System System Only
Water Suopl Main feed water valve for the right PuRe-JET™
409184,00 Valve ~Ram - BOOL R BINARY Oto1 | portion of the PuRe-JET™ Adiabatic Adiabatic
g System System Only
. PuRe-JET™
409185,00 Wafei I\LAee:cI:e—up ) BOOL R BINARY O to 1 }r/a\/re]alzer make-up valve to fill the leffmost Adisbatic
' System Only
. ) PuRe-JET™
409186,00 Wa’re_er\iA&ll']l;e—up . BOOL R BINARY O 1o 1 :/l;/sl:er make-up valve to fill the rightmost Adisbatic
9 ' System Only

BACNET Communication Points

In the tables below, the adiabatic application column indicates addresses that only apply to units with adiabatic controls e.g., variable
BINARY_VALUE:8 can be referenced to determine whether the adiabatic system has been enabled for the unit. The data points, indicated

with the check mark, can be ignored if the unit is not equipped with the adiabatic water valves.

The column of the table titled Non-Volatile Memory indicates a data point for equipment parameters that are retained, in the event of a

power cycling of the PLC.

The non-volatile memory is specified for a life cycle of 100,000 writes (minimum).

Using the non-volatile memory for a cyclic write operation may result in quickly exceeding its life cycle limits resulting in an inoperative

memory.

NOTICE

Do not use non-volatile memory registers for cyclic write operations.

Failure to follow these instructions can result in equipment damage.

0 = Unit not enabled
1= Unit enabled

a o . . N e Adiabatic
Object Identifier Object Name Units | Access | Range [ Description Volatile Aoplication
Memory PP
Enables the unit if it is
configured to be enabled
via BMS.
BINARY_VALUE:O bnEnableUnit RW Otol

20
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Object Identifier

Object Name

Units Access

Range

Description

Non-
Volatile
Memory

Adiabatic
Application

BINARY_VALUE: 1

bnRemoteDigital

Otol

The state of the remote
digital input.

0 = No voltage present

1= Voltage present

BINARY_VALUE:2

bnProcessAlarm

Otol

Fault for either the outlet
temperature sensor or the
inlef pressure depending
on the application.

0 = Normal

1= Process sensor is not
detected

BINARY_VALUE:3

bnValveStatusl

Otol

The state of the first
adiabatic precooling
valve.

0 = Valve off (water not
flowing)

1= Valve on (water
flowing)

BINARY_VALUE:4

bnValveStatus2

Otol

The state of the second
adiabatic precooling
valve.

0 = Valve off (water not
flowing)

1= Valve on (water
flowing)

BINARY_VALUE:5

bnValveStatus3

Otol

The state of the third
adiabatic precooling
valve.

0 = Valve off (water not
flowing)

1= Valve on (water
flowing)

BINARY_VALUE:6

bnValveStatus4

Otol

The state of the fourth
adiabatic precooling
valve.

0 = Valve off (water not
flowing)

1= Valve on (water
flowing)

BINARY_VALUE:7

bnManualFlush

RW

Otol

Manually starts the
precooling flushing cycle.

0 = Not active

1 = Start manual flush

BINARY_VALUE:8

bnReleasePrecool

RW

Otol

0 = Precooling system
will not function

1= Precooling system will
function when needed

BINARY_VALUE:9

bnEnableCommonAlarm

RW

Otol

Enables the common
alarm for the digital
output.

0 = Common alarm not
enabled

1= Common alarm
enabled

WWW.evapco.com
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N Adiabatic
Object Identifier Object Name Units | Access Range | Description Volatile Aoplicafi
Memory pplication

Status of the alarm digital

output.
BINARY_VALUE:10 bnCommonAlarmStatus R Oto1l 0 = No alarm/not active

1= Alarm/active

0 = Not enabled
BINARY_VALUE:N bnForceFullSpeed RW 0t01 |1 = Forces fans to run at v

100 percent fan speed

0 = Not active
BINARY_VALUE:12 bnEnableStageOntime RW 0t01 |1 =Valve must remain on v v

for the minimum run time

0 = Normal
BINARY_VALUE:13 bnAlarmPresent_EBM_01 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:14 bnAlarmPresent_EBM_02 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:15 bnAlarmPresent_EBM_03 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:16 bnAlarmPresent_EBM_04 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:17 bnAlarmPresent_EBM_05 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:18 bnAlarmPresent_EBM_06 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:19 bnAlarmPresent_EBM_07 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:20 bnAlarmPresent_EBM_08 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:21 bnAlarmPresent_EBM_09 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:22 bnAlarmPresent_EBM_10 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:23 bnAlarmPresent_EBM_11 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:24 bnAlarmPresent_EBM_12 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:25 bnAlarmPresent_EBM_13 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:26 bnAlarmPresent_EBM_14 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:27 bnAlarmPresent_EBM_15 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:28 bnAlarmPresent_EBM_16 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:29 bnAlarmPresent_EBM_17 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:30 bnAlarmPresent_EBM_18 R Otol

1= Alarm present

22
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. o) . . - e Adiabatic
Object Identifier Object Name Units | Access | Range [ Description Volatile Application
Memory PP

0 = Normal
BINARY_VALUE:31 bnAlarmPresent_EBM_19 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:32 bnAlarmPresent_EBM_20 R Otol

1= Alarm present

This is the communication

link between the

EVAPCO controller and

the fan motor only.
BINARY_VALUE:33 bnOnline_EBM_01 R Otol (Single Stage Units)

0 = Fan not online

1= Fanis online
BINARY_VALUE:34 bnOnline_EBM_02 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:35 bnOnline_EBM_03 R Otol [ Typ. bnOnline_EBM_01
BINARY_VALUE:36 bnOnline_EBM_04 - R Otol [ Typ. bnOnline_EBM_01
BINARY_VALUE:37 bnOnline_EBM_05 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:38 bnOnline_EBM_06 - R Otol [ Typ. bnOnline_EBM_01
BINARY_VALUE:39 bnOnline_EBM_07 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:40 bnOnline_EBM_08 - R 0tol | Typ. bnOnline_EBM_01
BINARY_VALUE:41 bnOnline_EBM_09 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:42 bnOnline_EBM_10 - R Otol | Typ. bnOnline_EBM_01
BINARY_VALUE:43 bnOnline_EBM_11 - R Oto1l [ Typ.bnOnline_EBM_01
BINARY_VALUE:44 bnOnline_EBM_12 - R Otol | Typ. bnOnline_EBM_01
BINARY_VALUE:45 bnOnline_EBM_13 - R O0tol | Typ. bnOnline_EBM_01
BINARY_VALUE:46 bnOnline_EBM_14 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:47 bnOnline_EBM_15 - R 0tol | Typ. bnOnline_EBM_01
BINARY_VALUE:48 bnOnline_EBM_16 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:49 bnOnline_EBM_17 - R Otol | Typ. bnOnline_EBM_01
BINARY_VALUE:50 bnOnline_EBM_18 - R Otol Typ. bnOnline_EBM_01
BINARY_VALUE:51 bnOnline_EBM_19 - R 0tol | Typ. bnOnline_EBM_01
BINARY_VALUE:52 bnOnline_EBM_20 - R O0to1 | Typ. bnOnline_EBM_01

0 = Normal
BINARY_VALUE:53 bnAlarmPresent_EF_01 - R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:54 bnAlarmPresent_EF_02 - R Oto1

1= Alarm present

0 = Normal
BINARY_VALUE:55 bnAlarmPresent_EF_03 - R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:56 bnAlarmPresent_EF_04 - R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:57 bnAlarmPresent_EF_05 - R Oto1

1= Alarm present

0 = Normal
BINARY_VALUE:58 bnAlarmPresent_EF_06 - R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:59 bnAlarmPresent_EF_07 - R Otol

1= Alarm present
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. o . . N e Adiabatic
Object Identifier Object Name Units | Access Range | Description Volatile Aoplication
Memory PP

0 = Normal
BINARY_VALUE:60 bnAlarmPresent_EF_08 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:61 bnAlarmPresent_EF_09 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:62 bnAlarmPresent_EF_10 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:63 bnAlarmPresent _EF_11 R Otol

1= Alarm present

0 = Normal
BINARY_VALUE:64 bnAlarmPresent _EF_12 R Otol

1= Alarm present

This is the communication

link between the

EVAPCO controller and
BINARY_VALUE:65 bnOnline_EF_0T1 R Oto1 | thefanmotor only.

0 = Fan not online

1= Fan is online
BINARY_VALUE:66 bnOnline_EF_02 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:67 bnOnline_EF_03 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:68 bnOnline_EF_04 R Otol | Typ.bnOnline_EF_01
BINARY_VALUE:69 bnOnline_EF_05 R Otol | Typ.bnOnline_EF_01
BINARY_VALUE:70 bnOnline_EF_06 R Otol | Typ.bnOnline_EF_01
BINARY_VALUE:71 bnOnline_EF_07 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:72 bnOnline_EF_08 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:73 bnOnline_EF_09 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:74 bnOnline_EF_10 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:75 bnOnline_EF_11 R Otol Typ. bnOnline_EF_01
BINARY_VALUE:76 bnOnline_EF_12 R Otol Typ. bnOnline_EF_01

0 = Not enabled

1= Fan speedis
BINARY_VALUE:77 bnRemoteEnable RW Otol controlled either

by analog input or

communication.

If remote control is

enabled, this specifies the

Control Type selection.
BINARY_VALUE:78 bnRemoteType RW Otol [0 =Remote Fan Speed v

Control

1= Remote Temperature

Setpoint Contro

These values are
BINARY_VALUE:79 intended for units

equipped with NEMA

Thru N/A - - Type fans. For units with

EC style motors, the
BINARY_VALUE:83 following data points are

irrelevant.

0 = disabled
BINARY_VALUE:84 bnSingleStageEnable RW Otol v v

1= enabled
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. o . - - N Adiabatic
Object Identifier Object Name Units | Access Range | Description Volatile Aoplication
Memory PP
=D
0=Dry PuRe-JET™
BINARY_VALUE:85 bnlLevelSwitchLeft - R Otol Adiabatic
t |
1= Wet System Only
0=Dry PuRe-JET™
BINARY_VALUE:86 bnLevelSwitchRight R Otol Adiabatic
t I
1= Wet System Only
0 = deenergized PuRe-JET™
BINARY_VALUE:87 bnTankMainFeedLeft - R Otol Adiabatic
System Onl
1= energized ystem =nly
0 = deenergized PuReJET™
BINARY_VALUE:88 bnTankMainFeedRight - R Otol Adiabatic
System Onl
1= energized yStem Ly
0 = deenergized PuReJET™
BINARY_VALUE:89 bnMakeupLeft - R Otol Adiabatic
System Onl
1= energized ystem ny
0 = deenergized PuRe-JET™
BINARY_VALUE:90 bnMakeupRight - R Otol Adiabatic
System Onl
1= energized ystem =nly
1-L ¢ PuRe-JET™
BINARY_VALUE:91 bnAL_LostExpMod_T1 - R Otol —Lossor Adiabatic
communication
System Only
The outlet temperature
of the process fluid. For
9999.0 condenser applications,
ANALOG_VALUE:0 bnOutletTemp Deg. R 5n | the process temperature
t0 9999.0 | . :
is a saturated calculation
based on the condensing
pressure.
9999 1o The temperature
ANALOG_VALUE: bnAmbientTemp Deg. R 9999 detected by the ambient
: temperature sensor.
19999 to | The active set point that
ANALOG_VALUE:2 bnActiveSetpoint Deg. R 9999 the eco-Air unit will
: maintain.
The primary process
29999 to temperature setpoint
ANALOG_VALUE:3 bnSetpoinfTemp Deg. RW 9999 used when all other v
’ alternate setpoints are
not active.
The setpoint that when
the ambient temperature
100.0 fo falls below, will switch
ANALOG_VALUE:4 bnSetpoint2TempTrig Deg. RW 500.0 the control to setpoint 2. v
: (Feature must be enabled
in the service setpoints
section).
The temperature band
ANALOG_VALUE:5 brTempRegulationBand Deg. RW 00to | between the minimum v
30.0 and maximum fan speed
for P fan speed control.
The temperature
differential added to the
0.0+ ambient temperature
ANALOG_VALUE:6 bnSetpoint2TempTrigDiff Deg. RW 50 OO sefr)oim 2 trigger. This v
’ will switch the control
setpoint back to setpoint
1.
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Object Identifier

Object Name

Units

Access

Range

Description

Non-
Volatile
Memory

Adiabatic
Application

ANALOG_VALUE:7

bnPrecoolMinTemp

Deg.

RwW

-9,999.0
o0 9,999.0

The minimum ambient
temperature at which the
precooling system may
operate.

v

ANALOG_VALUE:8

bnPrecoolMinTempDiff

Deg.

RW

The ambient temperature
offset added to the
minimum allowable
temperature, at which
the precooling system
becomes active.

ANALOG_VALUE:9

bnProportionalGain

Units

RW

The proportional gain
constant used for the PID
controller.

ANALOG_VALUE:10

bnSwitchTemp1

Deg.

-999.9 to
9999

The minimum
temperature, above
which the precooling
stage 1 has permission to
operate.

ANALOG_VALUE:T

bnSwitchTemp2

Deg.

-999.9 to
999.9

The minimum
temperature, above
which the precooling
stage 2 has permission to
operate.

ANALOG_VALUE:12

bnSwitchTemp3

Deg.

-999.9 to
999.9

The minimum
temperature, above
which the precooling
stage 3 has permission to
operate.

ANALOG_VALUE:13

bnSwitchTemp4

Deg.

-999.9 to
999.9

The minimum
temperature, above
which the precooling
stage 4 has permission to
operate.

ANALOG_VALUE:14

bnFlushFanSpeed

%o

RW

010100

The desired fan speed
while performing a
flushing cycle.

ANALOG_VALUE:15

bnSetpoint2Temp

Deg.

RW

-999.9 to
999.9

An alternate process
temperature set point
that may be activated via
the scheduler, ambient
temperature, or digital
input.

ANALOG_VALUE:16

bnUnitState

O0to13

The current state of the
EVAPCO Controller.

1= Unit on and
operational

2 = Unit is off by an alarm

4 = Unit is off via BMS,
Modbus/BACnet

6 = Unit is off via the
digital input

7 = Unit is switched off
locally

8 = Manual mode
enabled for fan speed
control

ANALOG_VALUE:17

bnMinFanSpeed

%o

RW

010100

The minimum allowable
fan speed.

ANALOG_VALUE:18

bnMaxFanSpeed

%o

RW

0to 100

The maximum allowable
fan speed.

ANALOG_VALUE:19

bnEnergySaveFanSpeed

%o

RW

010100

The fan speed, above
which the precooling
system will activate.

ANALOG_VALUE:20

bnQuietMaxFanSpeed

%o

RW

010100

The maximum allowable
fan speed in quiet
operation.
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Object Name

Units

Access

Range

Description

Non-
Volatile
Memory

Adiabatic
Application

ANALOG_VALUE:21

bnPID_Integral

Sec.

RW

0to 999

PID integral term.

v

ANALOG_VALUE:22

bnPID_Derivative

Sec.

RW

0to 999

PID derivative term.

v

ANALOG_VALUE:23

bnNumWetStages

Units

Oto4

The number of stages
that have been enabled
for the adiabatic system.
The number of stages is
equal fo the number of
solenoid valves on the
unit.

ANALOG_VALUE:24

bnPrecoolStagel_Increase

Sec.

RW

Oto
32,767

The number of seconds
that must pass with the
process temperature
above set point before
the stage activates.

ANALOG_VALUE:25

bnPrecoolStagel_Decrease

Sec.

RW

Oto
32,767

The number of seconds
that must pass with the
Erocess temperature
elow set point before
the stage deactivates.

ANALOG_VALUE:26

bnRefrigerant

RW

110 28

For condenser
applications

1=R22, 2=R134a3,
3=R404A, 4=R407C,
5=R410A, 6=R407A,
7=R407F, 8=R290,
9=R507A, 10=R717
(NH3), 11=R723,
12=R1234ze, 13=R744
(CO2), 14=R448A,
15=R427A, 16=R450A
(N13), 177=R513A,
18=R449A, 19=R1234yf,
20=R454B, 21=R454C,
22=RA455A, 23=R434A,
24=R422A, 25=R32,
26=R452B, 27=R452A,
28=Custom

ANALOG_VALUE:27

bnPrecoolStagel_MinOn

Sec.

RW

Oto
32,767

The minimum amount of
time the precooling stage
remains active before
being allowed to turn off.

ANALOG_VALUE:28

bnPrecoolStage2_MinOn

Sec.

RW

Oto
32,767

The minimum amount of
time the precooling stage
remains active before
being allowed to turn off.

ANALOG_VALUE:29

bnPrecoolStage3_MinOn

Sec.

RW

0to
32,767

The minimum amount of
time the precooling stage
remains active before
being allowed to turn off.

ANALOG_VALUE:30

bnPrecoolStage4 _MinOn

Sec.

RW

Oto
32,767

The minimum amount of
time the precooling stage
remains active before
being allowed to turn off.

ANALOG_VALUE:31

bnFailFanSpeed

%

RW

010100

Percentage of fan speed
the fans will operate at
after fail-safe mode is
activated.

ANALOG_VALUE:32

bninletPressure

Press.

-32767 to
32767

Inlet pressure reading via
pressure sensor inpuf.

ANALOG_VALUE:33

bnRefFanSpeed

%o

010100

The desired fan speed
determined by the
controller.

ANALOG_VALUE:34

bnFlushingTime

Min.

RW

0to0 9,999

The number of minutes
to perform the flushing
routine once initiated.

ANALOG_VALUE:35

bnFlushTimeAcc

Sec.

0to 232

The number of seconds
the flushing routine has
been active.

WWW.evapco.com
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Object Name

Units Access

Range
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Non-
Volatile
Memory

Adiabatic
Application

ANALOG_VALUE:36

bnDryingTime

Min. RW

010 9,999

The number of minutes to
dry the pre-cooling pads
after a flushing routine.

v

4

ANALOG_VALUE:37

bnDryTimeAcc

Sec. R

0to 232

The number of seconds
the drying routine has
been active

ANALOG_VALUE:38

bnFan_Hours

Hours R

0to 2%

The number of hours
the fans have been
operational.

ANALOG_VALUE:39

bnPrecoolStagel_Hours

Hours R

0to 232

The number of hours
the first valve has been
operational.

ANALOG_VALUE:40

bnPrecoolStage2_Hours

Hours R

0to 232

The number of hours the
second valve has been
operational.

ANALOG_VALUE:41

bnPrecoolStage3_Hours

Hours R

Oto 2%

The number of hours
the third valve has been
operational.

ANALOG_VALUE:42

bnPrecoolStage4 _Hours

Hours R

0to 232

The number of hours the
fourth valve has been
operational.

ANALOG_VALUE:43

bnPrecool24_Increase

Sec. RW

Oto
32,767

The number of seconds
that must pass with the
process temperature
above setpoint before the
stages activate.

ANALOG_VALUE:44

bnPrecool24_Decrease

Sec. RW

Oto
32,767

The number of seconds
that must pass with the
Erocess temperature

elow setpoint before the
stages deactivate.

ANALOG_VALUE:45

bnPrecool24_DecreaseAcc

Sec. R

0to 2%

The number of seconds
with the process
temperature below
setpoint while the stages
are active.

ANALOG_VALUE:46

bnPrecooll_DecreaseAcc

Sec. R

0to 2%

The number of seconds
with the process
temperature below
setpoint while the stage
is active.

ANALOG_VALUE:47

bnPrecool24_IncreaseAcc

Sec. R

0to 2%

The number of seconds
with the process
temperature above the
setpoint while the stages
are not active.

ANALOG_VALUE:48

bnPrecooll_IncreaseAcc

Sec. R

0to 2%

The number of seconds
with the process
temperature above the
setpoint while the stage is
not active.
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Object Name

Units [ Access Range
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Non-
Volatile
Memory

Adiabatic
Application

ANALOG_VALUE:49

bnWarnBits_EBM_01

R Oto15

Warning status of ebm
motors. (Single Stack
Units)

0 = Current Limitation
Engaged

1= Line Impedance High
Warning

2 = Power Limitation
Engaged

3 = Output Stage
Temperature High
Warning

4 = Motor Temperature
High Warning

5 = Electronics
Temperature High
Warning

6 = DC-Link Voltage Low
Warning

7 = Brake Operation
9 = Speed Under Limit

10 = Cable Break
Warning

12 = DC-Link Voltage
High Warning

14 = Line Voltage High
Warning

15 = Shedding Active

ANALOG_VALUE:50

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:51

bnWarnBits_EBM_01

R 0to15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:52

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:53

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:54

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:55

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:56

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:57

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:58

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:59

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:60

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:61

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:62

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:63

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_01

ANALOG_VALUE:64

bnWarnBits_EBM_01

R Oto15

Typ. bnWarnBits_
EBM_O1
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Object Name

Units Access Range
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Non-
Volatile
Memory

Adiabatic
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ANALOG_VALUE:65

bnWarnBits_EBM_01

Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:66

bnWarnBits_EBM_01

Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:67

bnWarnBits_EBM_01

Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:68

bnWarnBits_EBM_01

Oto15

Typ. bnWarnBits_
EBM_O1

ANALOG_VALUE:69

bnAlarmBits_EBM_01

Oto15

Motor status of ebm
motors. (Single Stack
Units)

0 = Phase Failure Alarm

2 = Output Stage
Overheating Alarm

3 =Internal
Communication Alarm

5 = Motor Overheating
Alarm

6 = Hall Sensor Error
7 = Motor Blocked

8 = Speed Limit
Exceeded

10 = Rotor Position
Sensor Calibration Error

12 = DC-Link
Undervoltage Alarm

ANALOG_VALUE:70

bnAlarmBits_EBM_02

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:71

bnAlarmBits_EBM_03

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:72

bnAlarmBits_EBM_04

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:73

bnAlarmBits_EBM_05

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:74

bnAlarmBits_EBM_06

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:75

bnAlarmBits_EBM_07

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:76

bnAlarmBits_EBM_08

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:77

bnAlarmBits_EBM_09

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:78

bnAlarmBits_EBM_10

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:79

bnAlarmBits_EBM_11

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:80

bnAlarmBits_EBM_12

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:81

bnAlarmBits_EBM_13

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:82

bnAlarmBits_EBM_14

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:83

bnAlarmBits_EBM_15

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:84

bnAlarmBits_EBM_16

Oto15

Typ. bnAlarmBits_
EBM_O1
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Non-
Volatile
Memory

Adiabatic
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ANALOG_VALUE:85

bnAlarmBits_EBM_17

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:86

bnAlarmBits_EBM_18

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:87

bnAlarmBits_EBM_19

Oto15

Typ. bnAlarmBits_
EBM_O1

ANALOG_VALUE:88

bnAlarmBits_EBM_20

Oto15

Typ. bnAlarmBits_
EBM_01

ANALOG_VALUE:89

bnStatusBits_EF_01

0to 31

Motor status of EFlow
motors.

1= Low Line Voltage
Alarm

2 = High Line Voltage
Alarm

3 = High Current Motor
Short Alarm

4 = High Temperature
Warning

5 = Input Phase Error
6 = Rotor Blocked Alarm

7 = Current Limit
Warning

8 = Voltage Limit
Warning

9 = Rotor Direction Alarm
10 = EEPROM Error

11 = Internal Stop Alarm
12 = Earth Fault Alarm

13 = Brake Chopper Fault
14 = Motor Phase Error

15 = Internal
Communication Error

16 = Voltage Ripple
Warning

20 = Motor Controller in
Bootloader Alarm

25 = Windmilling
Warning

27 = 10O Configuration
Mismatch

ANALOG_VALUE:90

bnStatusBits_EF_02

Oto 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:91

bnStatusBits_EF_03

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:92

bnStatusBits_EF_04

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:93

bnStatusBits_EF_05

0 to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:94

bnStatusBits_EF_06

Oto 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:95

bnStatusBits_EF_07

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:96

bnStatusBits_EF_08

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:97

bnStatusBits_EF_09

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:98

bnStatusBits_EF_10

O0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:99

bnStatusBits_EF_11

0to 31

Typ. bnStatusBits_EF_01

ANALOG_VALUE:100

bnStatusBits_EF_12

|
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0to 31

Typ. bnStatusBits_EF_01
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Non-
Volatile
Memory

Adiabatic
Application

ANALOG_VALUE:101

bnRemoteSource

RW

Tto 2

Source of the reference
fan speed:

1= Analog Input

2 = Communication see
ANALOG_VALUE:105

ANALOG_VALUE:102

bnRemoteAmbTrig

Deg. RW

-100.0 to
200.0

When the source is set
to Analog Input, the
ambient frigger will
determine whether the
fan speed resorts to the
high default speed or low
default speed.

ANALOG_VALUE:103

bnRemoteHighFanSpeed

%o RW

010100

The fan(s) will operate
at the high default fan
speed with a loss of the
analog input and the
ambient femperature is
greater than the trigger
setpoint.

ANALOG_VALUE:104

bnRemotelLowFanSpeed

%o RW

0to 100

The fan(s) will operate at
the low default fan speed
with a loss of the analog
input and the ambient
temperature is less than
the trigger setpoint.

ANALOG_VALUE:105

bnRemoteFanSpeed

%o RwW

0101000

With remote fan speed
enabled and the source
set to Communications,
the fan(s) will operate
based on the value set to
this object.

ANALOG_VALUE:106

bnFanSpeedAl

%o R

-999.9 to
999.9

The reference speed for
the fan(s) based on the
analog input.

ANALOG_VALUE:107

bnRemoteFallback

1to 4

If the remote temperature
setpoint is active, this will

select the fallback option

when the signal is lost.

1= Last Known - Uses
the last known value
before the signal is lost.

2 = Setpoint #1
3 = Setpoint #2
4 = Shutdown Unit

ANALOG_VALUE:108

bnRemoteTemperatureSetpoint

Deg. RwW

-999.9 to
9999

With remote temperature
setpoint enabled

and the source set to
Communications, the
fan(s) will operate based
on the value passed to
this register.

ANALOG_VALUE:109

bnAlRemoteTemperatureSetpoint

Deg. R

-9999.9
to 9999.9

The reference remote
temperature setpoint
based on the analog
input.
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